
MOUNTING THE (JP54-009)
CB ANTENNA BRACKET

BACKER CLIP

TOP

INSERT BACKER CLIP INTO ONE
OF THE HOLES IN THE HEAVY 
DUTY HINGE

HOLD THE BACKER CLIP IN PLACE 
WITH A FINGER THROUGH ONE OF THE 
ADJACENT HOLES

INSERT BOLT THROUGH ONE HOLE 
IN THE BRACKET AND THREAD IT INTO THE
BACKER CLIP

REPEAT THE PROCESS IN A HOLE NEXT TO THE FIRST

TIGHTEN BOTH BOLTS TO SECURE BRACKET
TO HINGES, TIGHTEN EVENLY SO BRACKET SITS 
FLUSH TO HINGE

HEAVY DUTY
HINGE
(SOLD SEPERATLY)

*Easily mounts to the Heavy-Duty JK hinges, sold separately

1. Insert backer clip into one of the holes in the Heavy-Duty hinge

2. Hold the backer clip in place with a finger through one of the 
adjacent holes

3. Insert bolt through one hole in the bracket and thread it into the 
backer clip

4. Repeat the process in a hole next to the first

5. Tighten both bolts to secure bracket to hinges, tighten evenly 
so bracket sits flush to hinge


